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Fuel Pumps

FILL-RITE 1200 Series 12-Volt Pumps have been the standard of the 
industry for years of trouble-free performance. Light weight, sturdy, compact 
— built for long service under tough operating conditions. 
Complete with 3/4" x 12' hose with nozzle, 1” telescoping (20" - 40") steel 
suction pipe, 15 ft. power cable and with or without meter.
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Heavy Duty - Red
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REPAIR SERVICE

Available in

Omaha & Davenport

12-VOLT DC

Fuel Pumps

Electric Fuel  
Dispensers

FR700 Pump (Less Meter)

Brass Rotor 
& Carbon  

Vanes 
increase 
reliability.

Built-in reliability, easy to maintain.
• Check valve located on outlet side 

of pump to reduce pressure drop 
and improve vertical lift

• Motor equipped with permanently 
lubricated bearings for reliability 
and long life

• All components designed for easy 
accessibility and servicing

• Nozzle boot can hold either a 
manual or automatic nozzle
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Heavy Duty - Red

2 Year  
Warranty

Fuel Pumps
Standard Duty  •  13 GPM •   Yellow 

FILL-RITE Standard Duty Pumps are designed for moderate use on 
gasoline, diesel fuel, light oils and most noncorrosive petroleum base fluids. 
Durable cast iron construction offers high quality, long lasting performance. 30 
Minute duty cycle. These standard duty pumps have a one year warranty.

• 13 GPM with Manual Nozzle
• 20 Amp, U.L. Listed
• 1/4 HP Explosion Proof Motor 

with 30 minute duty cycle
• 3/4" x 10 ft. Hose

SD1202 

12 Volt DC 
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SD602 

115 Volt AC 
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Part No.  Net Ea.
FR FR701 115-Volt Electric FUEL DISPENSING PUMP 
 with Meter and 3/4"x 12' Discharge Hose & 
 Nozzle: less  the 1" Suction pipe. Wt. 55 lbs. $ 723.00

FR FR700 Same as FR701, except: less Meter. Wt. 50 lbs. 561.00 
FR BD700 * 115 Volt Biodiesel Pump less Meter ...  616.00
FR 807CMK Meter Kit with fittings to add meter ...................  186.00 
FR BD807CMK * Meter Kit for Biodiesel (B20 - B100) ...............  218.00
FR PA125 Pedestal Kit for FR700 Series Pumps ..............  142.90 
DU 1-1/4X48 1-1/4” x 48” Steel Suction Pipe  ........................  28.00
* Use for B21-B100 Biodiesel.

Part No.  Wt. Net Ea.
FR SD1202 12-Volt DC Fuel Pump less meter .... 30 lbs. $ 300.60 
FR SD602 115-Volt AC Fuel Pump less meter .. 28 lbs. 349.00 
FR 807CMK    Meter Kit with fittings to add meter .. - 186.00 
FR F8739 Repair Kit for SD602 & SD1202 ....... - 93.60 
FR F7686 Replacement Suction Pipe, 3/4” ...... - 4.76

Specifications
Housing:   .............Cast Iron   Inlet: ............................................  2" FNPT

Outlet:   .................3/4" FPT   Flow Rate:  18 GPM wtih manual nozzle.

Pumping Unit  ......Positive displacement, direct drive, ceramic/carbon rotary seal.

Valving:  ................Integral check valve with pressure relief By-pass valve.

Motor: ...................1/3 HP (115 VAC-60Hz) Explosion proof, UL listed,
 Sealed  Bearings, Heavy-duty on-off switch,Thermal overload  
 protection, Built-in junction box
Hose/Nozzle:  .......One 12' UL listed hose with manual nozzle.
Tank Adapter:  ......2” x 1-1/4” included. 1-1/4” Suction Pipe not included.
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FR701 
Pump &  
Meter

All meters 
are of the 
time-proven 
nutating disc 
type. All have 
wheel-type 
registers 
with large 
easy reading 
numerals. 

Standard Pumps will Handle E10 & B20 Fuels. Any Mixtures Higher than This See Adjacent Page for Conversion Kits

• 3/4" Manual Nozzle
• 2" MPT Tank Adapter
• 1" FPT Inlet - 3/4" FPT Outlet
• 1” Suction Pipe Included

- 1 Year Warranty -

• Gasoline or Diesel Fuels. • 15 GPM with Manual Nozzle
• UL Listed. • Self Priming to 15 ft.
• Bronze Rotor/Thermoset Vanes • Check Valve & Strainer.
• 1/4 HP - 12 Volt Explosion Proof Motor, 30 Min. Continuous Duty 
 20 Amp Draw, Thermal Overload.

Part No.   Wt. Net Ea.
FR 1210 12-Volt DC Fuel Pump Less Meter..........  35 lbs. $ 352.10
FR 1211 12-Volt DC Fuel Pump With 807C Meter  40 lbs. 540.00 
FR BD1210C *12-Volt DC Biodiesel Pump Less Meter  40 lbs. 375.00
FR 807CMK Meter Kit with fittings to add meter ..........................  186.00 
FR BD807CMK *Meter Kit for Biodiesel (B20-B100) ........................  218.00 
FR F8739 Repair Kit for 1210 Pump ........................................  93.60 
FR 151-98 Replacement 1” Suction Pipe (Adj. 20” to 34.75”)   25.75
* Use for B21-B100 Biodiesel Only.

Fill-Rite fuel transfer pumps and meters are currently designed 
to handle a maximum blend ratio of 1-20% biodiesel fuel. These 
mixtures of fuels are known as B1-B20. Conversion kits are 
available to make Fill-Rite pumps compatible with biodiesel 
blend ratios from above 20% (B20) all the way up to the 100% 
concentrate (B100) and also for E85 fuel. (see next page). Also 
see “BD” Models for B21-B100.
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REPAIR SERVICEAvailable inOmaha & Davenport

Heavy Duty - Red - 2 Year Warranty

Model 711
19 GPM • 115 Volt Fuel Pump

Features:
• Cast Iron Housing
• 2” x 1-1/4” Inlet, 1” Outlet
• Positive Displacement, Direct Drive, 

Ceramic/Carbon Rotary Seal
• Integral Check Valve with Pressure 

Relief Bypass Valve
• 1/3 HP, Explosion-Proof, UL Listed
• Sealed Bearings & Heavy Duty On/Off 

Switch
• Thermal Overload Protection, Built-In 

Junction Box

FILL-RITE Fuel Pump will provide 19 GPM with an automatic nozzle 
and 18’ of 1” discharge hose (18 GPM with large filter installed). Includes 1” 
(Model 901) meter, 1” x 18” EPDM discharge hose and 1” automatic nozzle. 
Also includes 2” x 1-1/4” cast iron tank adapter to fit into 2” FPT openings. 
1-1/4” suction pipe is required (sold separately).  Requires 115VAC power.

Part No.  Wt. Net Ea.
FR 711VA 115 Volt Fuel Pump with Meter,  
 1”x18” hose & Automatic Nozzle ...... 61 lbs. $ 926.00 
FR 710VN 115 Volt Fuel Pump Unit Only .......... - 562.00 
DU 1-1/4X48 1-1/4” x 48” Steel Suction Pipe ........ - 28.00 
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- 12 Volt - 15 GPM

FILL-RITE’s Popular 700 
Series has an open discharge 
flow rate of 18 GPM with a 
manual nozzle or 15 GPM 
using an automatic nozzle. 
Motor is 1/3 HP.

- 2 Year Warranty -
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